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SEE NOTES FOR
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Mounting Height
hooecd + 30'8"

Pole Length

+ 28'3"
Ameron CAT # 1C128 (or equal)
Symmetrically tapered, concrete wash
out gray colored octagonal, prestressed
concrete pole, straight shaft.
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/hondhole cover
[ 3’ grade

f £

BOLT CIRCLE ﬂ ﬂ \1 Anchor bolts

12.5 1"x36"x4”
14" (1C1-40) \"49}
u_

&

NOTES:

1. LUMINAIRE SHALL BE LIGHT EMITTING DIODE (LED) TYPE WITH PHOTO CELL.

* RESIDENTIAL LUMINAIRE (LEOTEK CAT# GCJ2-30J-MV-30K-2R-GY-065-PCR7-WL)

* COMMERCIAL LUMINAIRE (LEOTEK CAT# GCM3-60J-MV-40K-2R-GY-190-FOC-RWG-WL)
* PHOTO CELL (RIPLEY CAT# 6390LL-BK)

2. CONSULT WITH ALW ENGINEER FOR THE APPROVED ARM LENGTH.

* 4-FT ARM (AMERON CAT#1AP4A WITH DECORATIVE CAP AMERON CAT#040-30201)
* 6-FT ARM (AMERON CAT#1AP6A WITH DECORATIVE CAP AMERON CAT#040-30201)
* 8-FT ARM (AMERON CAT#1AP8A WITH DECORATIVE CAP AMERON CAT#040-30201)
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